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Please refer to the back page for the location of your nearest warehouse for availability of products/sizes shown.

®

KKTCA0617

An all-purpose heavy duty PVC hose that's ideal for 
golf courses, parks and construction projects.

Construction:
●	 Tube — Smooth black PVC compound.
●	 Reinforcement — High tensile strength yarn.
●	 Cover — Smooth transparent green PVC compound.

Features:
●	 Higher working and burst pressures.
●	 Abrasion-resistant cover.
●	 Good resistance to weather aging.
● Silicone-free.

● One-piece lengths.
●	 Individually shrink-wrapped assemblies are available,  

see page 42.
●	 Phthalate Free!

Applications:
●	 Golf course water lines.
●	 Heavy duty commercial and construction use.
●	 Municipal maintenance and park departments.
● Irrigation supply lines.
● Heavy duty washdown.

A1317 Series
Heavy Duty Reinforced  
PVC Water Hose 

Service Temperature Range: +25°F (-4°C) to +150°F (+65°C)
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REINFORCED AIR & W
ATER HOSES

† Note: Working Pressure decreases as temperature increases. Pressure ratings can only be obtained with proper coupling procedures.

NOTE: For details of the following compliances mentioned above, refer to footnotes listed on page 63.

   Nominal ID Nominal OD Max. Working Standard Approx. Wt. Series Size   Pressure† (PSI) Length Coils per Pkg. No. Code (In) (mm) (In) (mm) @ 70°F (20°C) @ 122°F (50°C)  
 A1317 12 3/4 19.1 1.025 26.0 125 50 300 ft. 65 lbs.
 A1317 16 1 25.4 1.297 32.9 125 50 200 ft./300 ft. 60 lbs./90 lbs.

 Nominal Specifications

SUPERIOR
DURABILITY!

Phthalate Free(15)


