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I-Line Gaskets

Sanitary Buna-N I-Line Gasket Black
Color Code:  (1 Red Dot) 
Certification: 3A 18-03 sanitary standard
Temperature Range: -65°F (-54°C) to +210°F (+99°C)

Sanitary EPDM I-Line Gasket Black
Color Code:  (3 Green Dots) 
Certification: 3A 18-03 sanitary standard
Temperature Range:  -60°F (-51°C) to +300°F (+149°C)

Sanitary PTFE I-Line Gasket White
Color Code: None 
Certification: USP class VI standard
Temperature Range: -40°F (-40°C) to +450°F (+232°C)

Sanitary FKM I-Line Gasket Black
Color Code:  (1 White/1 Yellow Dot) 
Certification: 3A 18-03 sanitary standard
Temperature Range: -20°F (-29°C) to +350°F (+177°C)

Part Number Size (in) Weight Each 
(lbs) Standard Carton

BUNA-40IH150 1 1/2 0.006 25
BUNA-40IH200 2 0.007 25

BUNA-40IH300 3 0.012 25
BUNA-40IH400 4 0.016 25

Part Number Size (in) Weight Each 
(lbs) Standard Carton

EPDM-40IE150 1 1/2 0.006 25
EPDM-40IE200 2 0.008 25

EPDM-40IE300 3 0.014 25
EPDM-40IE400 4 0.018 25

Part Number Size (in) Weight Each 
(lbs) Standard Carton

PTFE-40IT150 1 1/2 0.006 25
PTFE-40IT200 2 0.008 25

PTFE-40IT300 3 0.014 25
PTFE-40IT400 4 0.018 25

Part Number Size (in) Weight Each 
(lbs) Standard Carton

FKM-40IV150 1 1/2 0.006 25
FKM-40IV200 2 0.008 25

FKM-40IV300 3 0.014 25
FKM-40IV400 4 0.018 25


